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KOFDS-FIC series Fiber Interconnect Cabinets, for outdoor and indoor applications 
such as street distribution cabinet and building main distribution room. It provides 
fiber fusion splice, cross connect, optical signal split, fiber storage and manage-
ment.

Features
• Outdoor and indoor application
• Anti-corrosive and water-proof
• Ease and safe fiber distribution management
• Max capacity up to 288 fibers
• Modular design for easily hardware upgrade.
• Customizable

Precast Concrete Base Size

144

288

576

530x290x200

730x350x200

730x550x200

310x170x200

510x230x200

510x430x200

Size (Width*Height*Depth)Capacity (Core) The foundation into the thread hole (mm)

KOFDS-GJ144-01

KOFDS-GJ288-01

KOFDS-GJ288-02

KOFDS-GJ288-03

KOFDS-GJ288-04

KOFDS-GJ288-05

KOFDS-GJ288-06

KOFDS-GJ576-01

1030x550x310

1450x750x320(360)

1450x750x320(360)

1450x750x320(360)

1450x750x320(360)

1450x750x320(360)

1450x750x320(360)

1450x750x550

Dimension (Width*Height*Depth)Parameter

Order Guide

KOFDS-GJ144-01

KOFDS-GJ288-01

KOFDS-GJ288-02 KOFDS-GJ288-03 KOFDS-GJ288-06

KOFDS-GJ567-01KOFDS-GJ288-04

KOFDS-GJ288-05


